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1 Purpose of This Document 
This document has two purposes: First, it indicates the sources for TREDIS’s default factors, 

updated as of March 2020 with the latest iterations of defaults where available. Second, for the 

broader set of background data contributing to final results, it discusses how this is incorporated 

into various modules and provides references to further information. 

2 Why Default Values? 
TREDIS is a fully multi-modal analysis system, designed to allow users maximum flexibility in 

defining transportation investment and policy scenarios, with the ultimate purpose of estimating 

how these scenarios affect transportation and economic outcomes. This flexibility across 

passenger and freight modes requires that users have the ability to model detailed transport 

characteristics such as operating performance, unit cost factors, freight and passenger loadings, 

safety, or emissions factors, among many other factors. 

But with this flexibility also comes a need to ensure that reasonable values are adopted to 

generate plausible results. Moreover, final results – economic impacts or benefit-cost ratios – can 

be sensitive to specific default factors. As such, it is critical to make such factors fully transparent 

to users (with references) and provide guidelines as to appropriate ranges and when to deviate 

from those ranges. This need for transparency extends further, to cover all data sources used to 

generate final results, even those that cannot be changed as part of an investment or policy 

scenario. As will be discussed, these include baseline economic data and relationships, market 

access and connectivity factors, economic forecasts, and freight flows. This document describes 

TREDIS default factors with precisely these goals in mind. 

2.1 When to Use or Override Default Values 

Analysts may rely on the default values for default fixed factors unless they have reason to 

override them. However, they should understand that it is fully appropriate to override the defaults 

in many situations. In any of the following examples, it would be justifiable and even prudent to 

override the existing factors:  

• The study involves types of vehicles (and associated operating cost factors) that are 

different from the default average. For example, a transit system uses mini-buses instead 

of standard buses or an airport only serves general aviation, rather than commercial 

aircraft. 

• The study area has vehicle passenger occupancy rates or freight loads that are different 

from the assumed defaults. 

• The study monetizes values in Canadian dollars, rather than U.S. dollars. 

• The study is being done in a state or province that has wage and income levels significantly 

different from the assumed national average, and the applicable government agency 

prefers to use values of time that reflect local wage rates. 

• The sponsoring agency dictates that different assumptions be used. 

However, even when these situations apply, the new factors should remain within a reasonable 

range. In this document, where appropriate, upper and lower bounds are suggested to define the 

reasonable range based on: (a) the range of commonly available vehicle sizes and types, and (b) 

the range of operating cost and time valuation factors observed in published literature. Analysts 

are warned to be careful about using values outside of these ranges. 
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3 TREDIS Data 
TREDIS comes pre-loaded with an extensive database of information on the current characteristics 

of your study area(s) and modes. Broad categories, each of which is described below, are listed in 

the following table. 

Default Database Changes By 
Fixed or 

Adjustable 

Current Economic Patterns Study Region Fixed 

Freight Flows Study Region Fixed1 

Economic Forecasts Study Region Fixed2 

Regional Accessibility and Connectivity Factors Study Region Adjustable 

Transportation Cost Factors Mode & Trip Purpose Adjustable 

Regional commodity mix and loading factors (tons/vehicle) can be modified as part of scenario 

design 

TREDIS staff can customize accounts if users wish to apply a different forecast model. 

3.1 Current Economic Patterns 

For U.S. applications, economic patterns are typically supplied by IMPLAN.1 For each study region 

defined in TREDIS, this source describes industry production for each of the 536 or 544 sectors.2  

Production is measured by four variables: 

• Output is final sales, or total revenues, by industry. Depending on the industry, sales can 

be to any combination of other businesses, households, or the federal/state/local 

government. 

• Value-added is a metric describing the value of goods sold by an industry over and above 

the value of goods purchased by it. It is generally used as a broad measure of value 

creation by an industry, including wage income, employee benefits, profits, and tax 

payments. Summed across all industries, total regional value-added is precisely “Gross 

Regional Product.” 

• Income represents total compensation (including benefits) to all employees of an industry, 

including business owners (proprietors). 

• Employment is the total head count of workers in an industry, including self-employed, 

railroad workers, and agriculture workers. Because employment is measured as employee 

head count, it is important to note that a single individual with two part-time jobs is counted 

twice, regardless of which industries those jobs are in. Therefore, the job count is typically 

higher than full-time equivalent employment. 

Beyond these industry metrics, IMPLAN data is used in a number of other places in TREDIS. 

This default data includes the following: 

• Economic Multipliers are region-specific factors that translate a direct economic change 

into total economic impacts, including indirect (inter-industry supply-chain) effects, and 

 
1 IMPLAN is a registered trademark of Minnesota IMPLAN Group. 
2 IMPLAN transitioned from a 536- to a 544-sector model beginning with data year 2018. 
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induced (wage spending) effects. In IMPLAN, multiplier impacts are applied with source 

and target industry detail, meaning that it is possible to determine the effect of direct 

spending in one sector (say, construction) on another (say, retail). 

• Industry Make Tables are region-specific factors that indicate which commodities a single 

industry uses to produce its final goods, as well as which commodities are made by the 

industry. As such, they translate industry activity to commodity activity, which is used in 

TREDIS’ Freight Module, as well as in determining which industries are affected by projects 

affecting freight modes. 

• Tax Receipts tables are used to determine how changes in economic activity lead to 

changes in federal and state/local tax revenues. These are based on the current pattern of 

transfer payments in IMPLAN’s social accounting structure. 

Detailed descriptions and source information for all IMPLAN data is provided in the “Knowledge 

Base” section of IMPLAN’s website, www.implan.com. 

3.2 Freight Flows 

TREDIS optionally uses two freight data sources, vFreightTM, EBP’s own freight data, and IHS’s 

Transearch® data. Contact us for more information about these two options. 

3.3 Economic Forecasts 

The TREDIS forecasting module is typically supplied with Moody’s Analytics projections, which 

include employment and value-added forecasts for each TREDIS industry. As with many other 

defaults, custom forecasts may be available for your account. Please contact us for more 

information. 

Moody’s state and county forecasts are ultimately based on their U.S. National economic model. 

This national forecast is combined with state, metro, and county data to allocate growth forecasts 

down to sub-national regions. The benefit of this approach is geographic consistency – that is, 

employment and value-added always aggregate up (from counties to states and from states to 

country) without double-counting. 

Allocations of employment and value-added to states and counties are made based on the same 

government data sources used by IMPLAN to develop current economic characteristics. These 

sources include Bureau of Labor Statistics (BLS), Current Employment Survey (CES), and the 

Quarterly Census of Employment and Wages (QCEW), and Bureau of Economic Analysis (BEA). 

3.4 Fuel Costs 

Fuel costs in TREDIS are based on the type of fuel used by each mode. Custom modes allow 

addition of new mode-fuel combinations. Default fuel prices and tax rates are loaded but can be 

modified in the Travel page of TREDIS inputs. 

Gasoline and diesel fuel prices are a snapshot of data available from the Automobile Association 

of America (AAA)1 in the United States. All U.S. fuel prices include federal and state taxes and are 

assigned to the modes by the states used in the study region definition in TREDIS. Default tax 

rates do not include local or county taxes or other non-standard sources. They are based on data 

from the U.S. Energy Information Administration,2 updated as of January 2020, the most recent 

release. 

 
1 https://gasprices.aaa.com/state-gas-price-averages/ as of April 14, 2020 
2 https://www.eia.gov/tools/faqs/faq.php?id=10&t=10 

https://gasprices.aaa.com/state-gas-price-averages/
https://www.eia.gov/tools/faqs/faq.php?id=10&t=10
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Gasoline and Diesel fuel prices and taxes for Canada values obtained from National Resources 

Canada1 as of December 2018. 

Electric costs are provided in dollars/kWh. Statistics obtained from U.S. Energy Information 

Agency2 as of March 23, 2020, and Hydro Quebec.3 Note for the Canadian Provinces of Ontario, 

the average of Ottawa and Toronto rates were used; for Alberta, the average of Calgary and 

Edmonton was used; and the average of all Canada electricity pricing was used for the Northwest 

Territories, and the territories of Nunavut and Yukon. 

CNG fuel prices were determined from the Alternative Fuel Price Report.4 Aviation fuel in the U.S. 

is the national average for Jet-A from AirNav5 as of January 31, 2019. 

Appendix A at the end of this document contains the values used as default within TREDIS. 

3.5 Market Access and Connectivity Factors 

The TREDIS Market Access module estimates how transportation system changes affect the 

region’s economic geography – i.e., how the region’s economy improves if businesses have better 

access to labor, customers, suppliers, and international markets; see the technical documentation 

on TREDIS’s Market Access Module for further description. The statistical relationships applied by 

this module were estimated using a database of accessibility and connectivity factors for each U.S. 

county. 

Population accessible within a 40-minute drive time – This variable is used as a proxy for labor 

market and consumer market access. Default TREDIS values were determined using ESRI’s 

Business Analyst. For each individual county, the drive time is calculated from the population 

weighted centroid of the county. Using population as a weight to determine the county’s center 

better reflects the true center of economic activity in the county. From this point, Business Analyst 

was used to calculate the area that can be reached within a 40-minute drive-time (with “average” 

network congestion) and sums total population within the area. Population estimates are based on 

2010 Census block-group and zip code data. For more on ESRI’s population-location 

methodology, see https://doc.arcgis.com/en/esri-demographics/data/tapestry-segmentation.htm. 

Employment accessible within a 3-hour drive time – This variable is used as a proxy for access to 

industrial supply chains. The three-hour threshold is based on industry surveys indicating that this 

is approximately as far apart as two businesses can be and still have same-day truck delivery 

cycles. This default factor and corresponding map were estimated from the population-weighted 

centroid using ESRI’s Business Analyst Online service. For more on ESRI business data, see 

https://doc.arcgis.com/en/esri-demographics/data/business.htm. 

Facility activity levels (annual operations) – For airports, this variable reflects the total number of 

takeoffs plus landings per year at the nearest facility with domestic air-carrier traffic. 

International airports, multi-modal terminals, marine terminal operations similarly reflect arrival and 

departures on an annual basis. This database is updated using data from the SHRP 2 – C11 

project: Development of Tools for Assessing Wider Economic Benefits of Transportation, Report 

S2-C11-RW-1. 

 
1 http://nrcan.gc.ca 
2 https://www.eia.gov/electricity/state/  
3 http://www.hydroquebec.com/data/documents-donnees/pdf/comparison-electricity-prices.pdf (April 2018) 
4 https://afdc.energy.gov/files/u/publication/alternative_fuel_price_report_july_2018.pdf 
5 https://www.airnav.com/fuel/report.html 
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Average drive time to rail intermodal facility (minutes) – Oak Ridge National Laboratory’s Center 

for Transportation Analysis gathered and published a list of U.S. intermodal rail facilities. (These 

are available at http://cta.ornl.gov/transnet/Intermodal_Network.html.) For each county, drive time 

was calculated by ESRI between the population-weighted centroid and the nearest rail facility. 

Average drive time to domestic airport (minutes) – The list of airports with commercial service is 

from the FAA (http://www.faa.gov/airports/airport_safety/airportdata_5010/). For each county, drive 

time was calculated by ESRI between the population-weighted centroid and the nearest airport 

with domestic air-carrier traffic. 

Average drive time to marine port facility (minutes) – Marine facilities were available from the same 

source as for rail facilities (see above). For each county, drive-time was calculated by ESRI 

between the population-weighted centroid and the nearest rail facility. 

Average drive time to international land border (minutes) – Data from WISER Trade was used to 

identify the 25 most active U.S. land border gateways in terms of commodity movements, by USD. 

(See http://www.wisertrade.org/home/index.jsp.)  These were each given latitude/longitude 

coordinates. Drive-times were then calculated by ESRI from the distance for each U.S. county’s 

population-weighted centroid to the nearest facility. 

Average drive time to international airport and marine facilities (minutes) – WISER Trade was used 

to identify the 25 most active airports for international import/export activity (by USD value of 

commodity movements). These were each given latitude/longitude coordinates. Drive times were 

then calculated by ESRI from each U.S. County’s population-weighted centroid to the nearest 

facility. 

3.6 Transportation Cost Factors 

Transportation cost factors are used to determine how changes in travel characteristics translate to 

household and business cost savings. These factors fall into four basic groups, all of which vary by 

mode and trip purpose: 

Type 
Modifiable 

By 
Factor Unit 

Time Cost Factors 
mode, trip 

purpose 

Crew Time Cost $/crew-hour 

Passenger Time Cost $/passenger-hour 

Freight Time Cost $/ton-hour 

Buffer Time Cost 
$/passenger-hour or 

$/freight-vehicle-hour 

Out-of-Vehicle Transfer 

Time Cost 
$/passenger-hour 

Vehicle Cost 

Factors 

mode, trip 

purpose 

Vehicle Operating Cost 

$/uncongested-mile 

$/congested-mile 

$/hour 

Vehicle Fuel Consumption 
gal/uncongested-mile 

gal/congested-mile gal/hour 

Cost per Property Damage 

Collision 
$/occurrence 

http://cta.ornl.gov/transnet/Intermodal_Network.html
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Type 
Modifiable 

By 
Factor Unit 

Cost per Personal Injury $/occurrence 

 

Cost per Fatality $/occurrence 

VOC Emissions Rate 

US tons/uncongested-mile 

US tons/congested-mile 

US tons/hour 

NOx Emissions Rate 

US tons/uncongested-mile 

US tons/congested-mile 

US tons/hour 

SOx Emissions Rate 

US tons/uncongested-mile 

US tons/congested-mile 

US tons/hour 

PM Emissions Rate 

US tons/uncongested-mile 

US tons/congested-mile 

US tons/hour 

VOC Emissions Value $/US ton 

NOx Emissions Value $/US ton 

SOx Emissions Value $/US ton 

PM Emissions Value $/US ton 

CO2 Emissions Value $/US ton 

Accident Rates 

scenario, 

mode, trip 

purpose 

Property Damage Only 

Collision Rate 
occurrences/100M VMT 

Injury Rate occurrences/100M VMT 

Fatality Rate occurrences/100M VMT 

Vehicle 

Occupancy/Loading 

Factors 

scenario, 

mode, trip 

purpose 

Average Crew Size crew/vehicle 

Average Passenger 

Occupancy 
passengers/vehicle 

Average Freight Cargo tons/vehicle 

3.7 Interpreting Default Values for Economic Concepts 

TREDIS, because it uses the same basic transportation cost factors for both benefit/cost analysis 

and economic impact analysis, must carefully distinguish social benefits from business impacts for 

all modes. This affects the way that default values are expressed in the table that follows. This 

includes the following effects: 

Values may appear higher than those used in some previous studies due to updating. While the 

system typically calculates benefits and impacts over a long-time horizon (e.g., 25-30 years), all 
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analysis is done in constant dollars. Currently, default values and ranges are expressed in 

constant 2019 dollars, and findings on default values from earlier studies have been adjusted 

upward using a GDP deflator or PPI, as appropriate. 

Values are sometimes different for traveler benefit valuation and total economic impact. Different 

trip purposes are assigned to different benefit and impact classes. Time savings for personal travel 

is classified as a social benefit value that affects benefit/cost ratios but does not have any impact 

on the flow of income in the economy. Time savings for business travel is classified as a business 

operating cost change affecting both benefit/cost ratios and economic impacts. Time savings for 

commuting has elements of both classifications (a social benefit for affected households, but also 

an element of wage rate impact for businesses). 

Travel for business purposes includes fringe benefits in values of time. The valuation of business 

travel time is considered as the long-term business cost. While delay in the short-term may cause 

workers to put in more hours to complete deliveries, continued delays over a long-term period will 

require affected businesses to hire more workers to complete a given set of deliveries. Hence the 

need to add fringe benefit costs in the long-term business travel time value. Other classes of travel 

also have time valuations pegged to wage rates, but they do not lead to additional worker hiring so 

their values do not incorporate fringe benefits. 
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4 Default Transportation Cost Factors 

4.1 Crew Time Cost 
In $/hour per crew member, this is the business cost of labor for professional drivers and paid crew 

(including cost of wages plus fringe benefits). 

Mode 2019 Value 2020 Value 

Taxi & TNC $18.31 $20.91 

All Trucks $28.55 $30.42 

   Tractor Trailer Truck $31.26 $32.97 

   Light/Medium Duty Truck $23.15 $25.30 

Passenger Bus & BRT $30.02 $31.35 

Rail – Transit $48.89 $49.44 

Rail – Freight $44.89 $48.88 

Aircraft – Passenger $60.12 $59.41 

Aircraft – Freight  $82.39 $88.46 

Ship & Passenger Ferry $40.93 $41.76 

Truck – Federal Grants $29.50 $30.01 

 

Crew wages are based on BLS National Occupational Employment and Wage Estimates (last 

updated by BLS with May 2019 values) for applicable transport occupations, and Employer Cost 

for Employee Compensation (ECEC) series (last updated with December 2019 values) for 

Transportation and Materials Moving occupations. 

The average fringe benefit for transportation and material moving occupations was 51.5 percent of 

average wages and salaries in December 2019, based on the ECEC report. 

Aircraft crew is weighted to represent the average per employee. The most common passenger 

plane is the Boeing 737, which can accommodate either 2 or 3 pilots, and typically less than 200 

passengers. The federal requirement is that there be at least 1 flight attendant for every 50 

passengers, so we assume 4 flight attendants and 2.5 pilots, weight average crew cost 

accordingly, using the OEWE categories of “Flight Attendants” and “Aircraft Pilots and Flight 

Engineers.” Air freight crew cost is simply assumed to be “Aircraft Pilots and Flight Engineers.” 

Freight trucks are an employment-weighted average of “Heavy and Tractor-Trailer Truck Drivers” 

and “Light Truck or Delivery Services Drivers.” 

The other crew costs are based on single SOC codes for “Passenger Vehicle Drivers, Except Bus 

Drivers, Transit and Intercity,”1 “Bus Drivers, Transit and Intercity,” “Subway and Streetcar 

Operators,” and “Locomotive Engineers.”2 

 
1 This SOC code replaced an earlier code that was only defined as “Taxis & Chauffeurs,” and the new code, 

53-3058, comprises school bus drivers as well as Taxi and TNC drivers, so the median hourly wage is 

restricted to this SOC code only for NAICS 485900 (Other Transit and Ground Passenger Transportation) 

and 485300 (Taxi and Limousine Service), which were determined to cover the appropriate industries. A 

weighted average of the hourly wage medians was taken for the default. 
2  Historic and current Occupational Employment and Wage Estimates can be found at the Occupational 

Employment Statistics page: http://www.bls.gov/oes/tables.htm. The current version of the ECEC is posted 

 

http://www.bls.gov/oes/tables.htm
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4.2 Average Crew Size 

A number of crew members, including professional driver/pilot and supporting paid crew. (This 

should be customized for the applicable location and type of vehicles.) 

Mode 2019 Value 2020 Value 

Passenger Car 0 0 

Taxi & TNC 1 1 

Passenger Bus 1 1 

Bus Rapid Transit (BRT)  1 1 

Rail – Transit 2 2 

Rail – Freight 2 2 

Cruise ship 1000 1000 

Marine Freight 20 20 

Passenger Ferry 4 4 

All Trucks 1 1 

   Tractor Trailer Truck 1 1 

   Light/Medium Duty Truck 1 1 

All Aircraft  1.1 1.1 

   General Aviation 1 1 

   Air Taxi 1 1 

   Regional Jet 3 3 

   Commercial Jet 5 5 

   Cargo Aircraft 3 3 

   Jumbo Jet 10 10 

 

Default crew sizes for bus and rail modes are drawn from typical values for New York City, San 

Francisco, and Chicago, as reported in Chester, Mikhail, Institute of Transportation Studies, UC 

Berkeley, 2008. 

Default crew sizes for aircraft were drawn from “Economic Values for FAA Investment and 

Regulatory Decisions, A Guide,” U.S. Federal Aviation Administration, Washington, DC, 2007.1 

The default crew size for all aircraft is a weighted average based on an estimated mix of aircraft 

types. 

 
at: http://www.bls.gov/news.release/ecec.toc.htm. TREDIS uses data from Table 2 in the Average Crew 

Cost Calculations. Historic values for the ECEC are available at 

https://www.bls.gov/web/ecec/ececqrtn.pdf. 
1 See https://www.faa.gov/regulations_policies/policy_guidance/benefit_cost/  

http://www.bls.gov/news.release/ecec.toc.htm
https://www.bls.gov/web/ecec/ececqrtn.pdf
https://www.faa.gov/regulations_policies/policy_guidance/benefit_cost/
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4.3 Average Passenger Occupancy 

A number representing the total number of occupants excluding professional driver and supporting 

paid crew. (Note: in most cases, the car driver is counted as an occupant and not a crew member.) 

Mode 2019 Value 2020 Value 

Passenger Car – All Purposes  1.680 1.671 

Passenger Car – Business  1.410 1.408 

Passenger Car – Commute 1.180 1.181 

Passenger Car – Personal 1.910 1.906 

Passenger Car – Federal Grants  
(No Split, Business, Personal) 

1.680 1.671 

Passenger Car – SOV   1.000 

Passenger Car – HOV   2.340 

 

For federal grants, occupancy factors are set by the guidance document, which is based on a 

Federal Highway Statistics table that uses NHTS 2017 data. Detailed purpose occupancy for cars 

is calculated as passenger miles by car divided by vehicle miles for various trip purposes in 

additional NHTS 2017 analysis. 

Passengers on all freight modes were estimated to be zero, with crew reported separately. 

Modes such as taxis, TNCs, all transit modes, passenger boats and aircraft allow input of 

passenger counts. Because occupancies vary widely across systems as well as routes, we have 

moved away from recommending default occupancies per vehicle. New routes or new service are 

not likely to have ridership characteristics similar to system averages. 

Many travel demand models regularly assign separate volumes for single occupancy vehicles 

(SOVs) and high occupancy vehicles (HOVs), although they may differ in the number of HOV 

categories modeled. TREDIS has generic SOV and HOV categories if users need to differentiate 

between the two kinds of travel. HOV’s default stems from some local research but should almost 

always be overwritten by a project-level default. 

Occupancy factors were recalculated at 3 decimal points of precision for 2020. 
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4.4 Average Freight Cargo 

The average number of US tons of freight per vehicle per trip. 

Mode 2019 Value 2020 Value 

All Trucks 24.05 12.29 

Tractor Trailer 24.05 17.50 

Light/Medium Duty Truck 4.15 4.15 

Freight Train 3562.00 3562.00 

Marine Freight 14000.00 14000.00 

All Aircraft  80.60 80.60 

   General Aviation 1.70 1.70 

   Air Taxi 1.70 1.70 

   Regional Jet 2.80 2.80 

   Commercial Jet 72.00 72.00 

   Jumbo Jet 125.00 125.00 

 

Average freight cargo loading for Tractor Trailers has been updated to reflect empirical research 

that uses weight-in-motion measures,1 updating the previous average truck cargo numbers, which 

were based on calculation from the Vehicle Inventory and Use System of 2002. (The VIUS was 

discontinued after 2002 but has recently been reauthorized: DOT and the Census Bureau will 

conduct the study update in 2022 for release in 2023.) VIUS continues to provide the medium-duty 

truck value as no alternative source has been identified. 

For All Trucks, the factor has been updated to be the average of Light/Medium Duty and Tractor 

Trailer and Truck modes, weighted by comparative VMT from 2017 reported in FHWA Highway 

Statistics for single-unit trucks vs. combination trucks. 

Data for rail is from the Association of American Railroads.2 

Data for water transport is based on 1,000 TEUs per ship at 14 tons per TEU from InfoMare and 

NY/NJ port. 

Data for air transport from Bureau of Transportation Statistics. Capacity and load factor data for air 

cargo aircraft were drawn from “Economic Values for FAA Investment and Regulatory Decisions, A 

Guide,” U.S. Federal Aviation Administration, Washington, DC, 2016.  

Freight cargo loadings are used as a factor in logistics cost (a non-traveler benefit) and economic 

impacts.  

 

 
1 Hernandez, S. (2017). Estimation of average payloads from weigh-in-motion data. Transportation Research 

Record, 2644(1), 39-47. 
2 https://my.aar.org/Documents/Railroad-Statistics.pdf  
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4.5 Passenger Time Cost 

In $/hour per occupant, the business opportunity cost or user valuation of the average passenger’s 

time. 

Modes 2019 Value 2020 Value 
Factor in 
traveler 
benefits 

Factor in 
economic 
impacts 

Passenger and Transit Modes         

Standard Purposes         

   Business $36.63 $37.10 X X 

   Commute $25.03 $25.47 User benefit Wage Premium 

   Personal and No Split $12.52 $12.74 X / * -- / * 

          

Federal Grant Application Modes        

   Business $26.50 $27.57 X X 

   Personal $14.80 $15.47 X -- 

   No Split $16.10 $16.89 * * 

         

Out-of-Vehicle (Transit, Walking 
& Biking) 

        

   Business $36.63 $37.10 X X 

   Commute $25.03 $25.47 X Wage Premium 

   Personal $25.03 $25.47 X -- 

   Federal Grant Applications $28.40 $30.93 X By Purpose 

          

Air (& High-Speed Rail)         

   All $47.96 $48.67 * * 

   Business $69.60 $70.49 X X 

   Commute  $47.56 $48.39 50% 50% 

   Personal $33.29 $33.88 X -- 

   Federal Grant – Business** $66.00 $68.47 X X 

   Federal Grant – Personal $39.20 $41.10 X -- 

* Economic Impact No Split Values of Time are internally weighted across purposes by TREDIS to adjust 

based on the Personal purpose value of time. 

** There are no default modes using these values, but they are included here for reference if a user needs to 

create custom modes for a grant application including long-distance travel. 

Values of time reflect 2019 hourly wage and salary levels for all occupations based on BLS wage 

data from the December 2019 release of the Employer Costs for Employee Compensation. 

Additional long-term business costs (beyond the user value of travel time) are included in commute 

and business trip purposes. 

TREDIS uses mean wage/salary information to consistently develop business, commute, and 

personal purpose values of time that can be used for economic impact analysis. If your project only 

affects a small number of travelers, you may consider using a median/wage and salary. 

For BCA calculations for federal grant applications, personal time may be valued at a higher level 

based on median household income, while business time is based on median values rather than 



TREDIS Software Documentation Series 13 

means. For most uses of TREDIS, we recommend use of default mean wage- and salary-based 

VOT. 

Both commuting and personal travel time are treated as a non-money user benefit with a value set 

at 50% of the wage rate (no fringe added; 70% for personal air travel). This is in line with USDOT 

guidance on the value of time. For economic impact analysis only, there is an additional allowance 

for the effect of higher commuting cost on employer cost in the form of a wage rate premium 

valued at the other 50% of the wage rate per hour without fringe. 

Business or “on the clock” travel includes fringe benefits based on the December 2019 release of 

the Employer Cost for Employee Compensation series. (For references, see section on Crew Time 

Cost.) For the “all occupations” category, fringe benefits are roughly an additional 45.7% on top of 

wages and salaries (or 32% of total compensation). 

Based on USDOT analysis in their guidance of the 2001 NHTS, the value of time for air travelers 

has been increased by 1.9 times for commute and personal times to reflect the higher income level 

observed for air travelers. For out-of-vehicle travel time (OVTT), TREDIS uses 200% of the in-

vehicle value of time, in line with federal guidance. 

For projects, with mode shift to walking or biking, it may be necessary to recognize a consistently 

high value of time for travelers in the base cases. Transit OVTT, walking, and biking values of time 

are developed based on the value of saving existing travelers in the mode time. Travelers moving 

from cars to bikes should not be penalized with a higher value of time. 

 



TREDIS Software Documentation Series 14 

4.6 Freight Logistics Time Factor 

In ($/hour per ton) – business opportunity cost of freight delay, including shipper inventory, dock 

handling, consignee scheduling, and duration of delivery windows. The value of freight logistics 

cost savings is in addition to the value of savings in vehicle operating cost and driver time, both of 

which are already accounted for elsewhere in the benefit cost analysis. 

Mode 2019 Value 2020 Value 

Truck 1.79 1.82 

Air 2.98 3.03 

Rail 0.60 0.61 

 

Freight logistics cost is estimated on the basis of values assigned for recurring travel time delay 

from HEAT documentation, based on literature review and additional research by Cambridge 

Systematics and EDR Group. These logistics cost values, added to crew cost and vehicle 

operating cost, yield total freight costs per hour in line with TTI congestion studies. Values were 

originally derived by TREDIS staff in 2011 and have been updated to 2019 dollars based on the 

GDP deflator. 

The factor for each mode adjusted based on the time sensitivity of 43 commodity groups. 

There is a broad body of research on the value of freight travel time shipments, which also 

distinguishes the cargo (shipper/recipient) element from the vehicle (carrier) and driver cost 

elements. (See literature reviews in Zamparini, 2007; de Jong, 2008; Sage, 2013.) Generally, 

stated preference studies of freight carrier value of time, most of which were in Western Europe, 

find total values in the range of $35-60 (€30-50 per hour) which is roughly $20 above the value of 

vehicle and driver wages alone. Detailed studies at the higher end include Halse (2010) and De 

Jong (2014); the latter finds that shipments of containerized manufactured goods has a premium of 

$25.hour (€22) above that of other freight. With an average truck loading of 14 tons, this 

represents a logistics cost of roughly $1.79 per ton-hour of delay. 

Sources 

de Jong, G et al. (2008) Value of freight travel-time savings, chapter in:  D.A.  Hensher and K.J. Button 

(Eds.): Handbook of Transport Modelling, Handbooks in Transport, Volume 1, Elsevier. 

de Jong, G et al. (2014).  New SP-values of time and reliability for freight transport in the Netherlands. 

Transportation Research Part E: Logistics and Transportation Review, 64. 71 - 87. ISSN 1366-5545 

Halse, A., et al. (2010). Value of Freight Transport Time and Reliability. Institute of Transport Economics, 

TØI report 1083/2010, Oslo, Norway. 

Sage, J et al (2013). Development of a Freight Benefit /Cost Methodology for Project Planning, Freight 

Policy Transportation Institute, Univ of Washington for Washington State DOT. 

Zamparini, L. and A. Reggiani (2007), Freight Transport and the Value of Travel Time Savings: A Meta-

analysis of Empirical Studies, in Transport Reviews, v.27, n.5, 621-636. 
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4.7 Buffer Time Cost 

In $/hour, the business opportunity cost, or user valuation, of lost scheduling time due to unreliable 

travel conditions (i.e., effect of “schedule padding”) and of shipment disruptions and unexpected 

overtime, etc., of freight handlers. 

Mode 2019 Value 2020 Value 

Auto Modes     Equal to value of time by trip purpose 

Truck Freight     

    All Trucks $71.60 $52.80 

    Tractor Trailers $74.31 $64.83 

    Light/Medium Duty Trucks $30.58 $32.86 

    Truck – Federal Grant $29.50 $30.01 

 

The costs of travel time variability (non-recurring delay) is calculated using the concept of 

“buffer time,” which is defined as the additional schedule time needed to ensure an on-time arrival 

95% of the time (19 out of every 20 trips) versus the average travel time.1 

The default buffer time cost is set at 100% of average time costs based on 4 other default factors. 

It can be represented as (average freight cost per ton * average tons per vehicle + crew cost * 

average crew per vehicle). For Federal Grants, only the crew cost component is included. 

For the 2020 value, the assumed average tons per vehicle for Tractor Trailers and All Trucks have 

been revised down to reflect new data sources. (See the Average Freight Cargo section.) 

For freight, the value of buffer time can vary widely for carrier types and commodity but is generally 

higher than passenger travel (relative to travel time). The TREDIS defaults include both the value 

of the driver’s time and the logistics costs as described in the section on Freight Logistics Time 

Factor. US DOT reports that the value of reliability can vary from 20% to 250% of “standard” 

delay.2  

 
1 For example, if a weekday commute normally (i.e., on average) takes 30 minutes to complete, but 

unplanned congestion causes 5% of trips (about 1 per month) to take 45 minutes, then the commuter 

must schedule 45 minutes for the trip on the average day to ensure an on-time arrival (even though it is 

likely to only to take 30 minutes). This trip therefore requires 15 minutes of “buffer time”.  For passenger 

travel, buffer time has been shown to be valued similarly to travel time unless a schedule constraint 

exists. 
2 See http://ops.fhwa.dot.gov/freight/documents/improve_econ.pdf 
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4.8 Vehicle Mileage-based Operating Cost 

In $/mile, the average per-mile cost of vehicles’ tires, maintenance, and depreciation for travel in 

free-flow conditions. (Fuel costs are treated separately.) 

Mode 2019 Value 2020 Value 

Passenger Car, Taxi and TNC $0.166  $0.165  

Passenger Bus $1.322  $1.413  

Bus Rapid Transit (BRT) $2.039  $2.317  

All Trucks $0.581  $0.592  

Light Rail $4.342  $4.802  

Heavy Rail $3.497  $3.809  

Commuter Rail $4.344  $4.622  

Intercity Passenger Diesel $8.112  $7.920  

Intercity Passenger Electric (High Speed Rail) $9.999  $10.299  

Freight Train $10.319  $10.628  

Marine Freight $5.907  $6.265  

Passenger Ferry $25.446  $25.474  

Cruise Ship $248.269  $252.601  

Air – All $0.581  $2.795  

   General Aviation $0.562  $3.699  

   Air Taxi $0.618  $0.480  

   Regional Jet $6.355  $2.083  

   Commercial Jet $12.042  $2.978  

   Jumbo Jet $12.218  $4.734  

Federal Grant Modes     

   Cars $0.301  $0.312  

   Trucks $0.581  $0.592  

 

Vehicle operating cost (VOC) per mile for free flow conditions is defined as follows: 

Cars using AAA’s 2019 Your Driving Cost publication. VOC includes maintenance, tires, mileage-

based depreciation (roughly 30% of depreciation), and mileage-based insurance costs (set at 10% 

of annual cost). Fixed costs of ownership related to depreciation, insurance, financing and 

licensing are removed from VOC and fuel is treated separately in TREDIS. For personal vehicles, 

TREDIS expects reductions in VMT to decrease vehicle utilization but does not attempt to predict 

changes in vehicle ownership due to changing travel patterns. For the passenger car mode that is 

specific to federal grant applications, per mile operating costs include all depreciation and no 

insurance, consistent with guidance. These are put into 2019 dollars using the GDP deflator. 

Trucks are based on the American Trucking Research Institute’s (ATRI) 2019 Operational Costs 

of Trucking report. Costs of truck and trailer leases and purchase payments, repair and 

maintenance, insurance, permits and licenses, and tires are included. Costs for labor, fuel and tolls 

are included elsewhere in TREDIS. Costs for leases, purchases, insurance, permits and licenses 

are included because in the long-run the industry is expected to maintain a fleet size with roughly 

constant utilization. These are put into 2019 using the GDP deflator. 

Transit (Bus, BRT, Light Rail, Heavy Rail, Commuter Rail and Passenger Ferry) uses data 

from the National Transit Database (NTD). NTD reporting divides operating expenses into four (4) 
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expense functions: vehicle operations, vehicle maintenance, non-vehicle maintenance, and 

general administration. TREDIS factors are based on the vehicle maintenance category, as 

operations costs are expected to be mostly captured using fuel and crew costs, and non-vehicle 

maintenance and general administration are considered relatively fixed costs that are not affected 

by marginal changes in VMT. Changes in fixed costs should be modeled elsewhere in TREDIS. 

The 6 transit modes are estimated based on 3-year averages from 2016-2018 of all transit 

systems reporting that mode in the NTD, then put in 2019 dollars. Maintenance costs are first 

calculated per vehicle revenue mile for each agency and then averaged across agencies. This 

unweighted average makes the TREDIS defaults more representative of the average system 

rather than being dominated by the large systems.  

Intercity Diesel is based on costs Amtrak’s annual Train Operations budget and NTS reported 

number of train miles, both for 2016-2019 years. Of the Train Operations budget, the proportion 

due to customer service and research spending is removed. Further, 50 percent of the Materials 

Expenses (which is reported by Amtrak in a separate category), are assumed to be train 

equipment and added to the VOC. The total VOC is divided by train miles, as reported by NTS, 

and put into 2019 dollars using the GDP deflator. 

Intercity Electric is based on Chapter 6 of the California High-Speed Rail Authority’s Revised 

2012 Business plan with 2009 dollars brought up to 2019 dollars using the GDP deflator. 

Freight Rail is using a resource titled Prices and Costs in the Railway Sector by J.P. Baumgartner 

with adjustments using the Rail Transportation PPI to 2019 dollars. We assume a train composed 

of 2 locomotives and 35 cars. 

Marine Freight is derived from per hour operating cost factors using an assumed speed of 25 

mph. 

Cruise Ships is derived from per hour operating cost factors using an assumed speed of 22 mph. 

Air is derived from the per hour operating cost factors (recalculated for this year and to use 2019 

dollars) using assumed speeds of 167 mph for general aviation and air taxis, 550 mph for 

commercial jets, 570 mph for jumbo jets, and 594 mph for regional jets. The “all aircraft” mode is 

an average of the 5 individual per-mile operating costs. 
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4.9 Vehicle Time-based Operating Cost 

In $/hour, the average per-hour cost of operating costs such as vehicles’ tires, maintenance, and 

depreciation associated with marginal travel. This figure is only used if no VMT change is 

applicable. Fuel costs are treated separately, and operating costs never include labor components 

of operations. 

Mode 2019 Value 2020 Value 

Passenger Car, Taxi and TNC $5.810  $5.788  

Passenger Bus $17.231  $18.199  

Bus Rapid Transit (BRT) $20.452  $23.161  

All Trucks $22.900  $23.340  

Light Rail $61.378  $68.046  

Heavy Rail $69.378  $74.494  

Commuter Rail $144.434  $152.933  

Intercity Passenger Diesel $324.480  $313.536  

Intercity Passenger Electric (High Speed Rail) $799.920  $823.901  

Freight Train $232.178  $239.139  

Marine Freight $147.663  $156.624  

Passenger Ferry $209.857  $182.192  

Cruise Ship $5,510.188  $5,606.329  

Air – All $909.795  $943.354  

   General Aviation $595.786  $617.762  

   Air Taxi $77.299  $80.150  

   Regional Jet $1,163.460  $1,237.534  

   Commercial Jet $1,820.930  $1,637.642  

   Jumbo Jet $3,154.600  $2,698.234  

Federal Grant Modes     

   Cars $10.535  $14.945  

   Trucks $22.900  $23.340  

 

Cars factors are derived from per mile consumption based on an assumed speed of 35 mph. This 

value is set with the expectation that TREDIS is used largely for major highway and arterial 

projects. 

Trucks factors are based on the American Trucking Research Institute’s (ATRI) 2019 Operational 

Costs of Trucking report consistent with per mile costs.  

Transit modes uses data from the National Transit Database (NTD) in a manner consistent with 

per mile calculations. 

Intercity Diesel factors assumes an average speed of 40 mph. 

Intercity Electric factors assumes an average speed of 80 mph. 

Freight Rail factors use the average line-haul speed of Class I railroads of 22.5 per the 2008 

Transportation Statistics Annual Report published by BTS Table 3-4-8. 

Marine Freight operating costs/hour range from $242/hour for a 11,000-ton vessel to $491/hour 

for a 265,000-ton vessel. The default used by TREDIS represents a 90,000-ton vessel. Fuel costs 

have been factored out and adjusted to be in 2019 dollars. 
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Cruise Ships are based on average hourly costs reported by cruise lines and adjusted to be in 

2019 dollars. 

Air: General Aviation and Air Taxis are based on an analysis of 2002-year end FAA Form 41 

and Form 298C, which are included in the “Economic Values for FAA Investment and Regulatory 

Decisions, A Guide,” U.S. Federal Aviation Administration, Washington, DC, 2007 (produced by 

GRA Incorporated with Aviation Specialists Group, Inc. and Data Base Products).  

Air: Regional Jet, Commercial Jet and Jumbo Jet costs per are based on data reported on 

Form 41 to Bureau of Transportation Statistics, available via their TranStats site. Costs per hour 

are total operating costs reported (via the P5.2 table) minus fuel and personnel costs, then 

weighted by hours actually flown by type. (Commercial Jet represents narrow-body jets; Jumbo Jet 

represents wide-body jets.) Only planes configured for passengers were used for this calculation. 
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4.10 Fuel Per Mile 

In gal/mile, unless otherwise noted. Estimated gallons of fuel (or kwh) consumed per vehicle mile 

traveled. 

Mode 2019 Value 2020 Value 

Passenger Car 0.0455 0.0444 

Bus (diesel) 0.2460 0.2469 

Bus Rapid Transit (BRT) 
(diesel) 

0.2320 0.3544 

All Trucks 0.1560 0.1522 

   Tractor Trailer 0.1690 0.1647 

   Light/Medium Duty Truck 0.1370 0.1332 

Light Rail (electric propulsion) 7.787 kWh 7.6294 kWh 

Heavy Rail (electric propulsion) 5.380 kWh 5.3806 kWh 

Commuter Rail (diesel) 2.7520 2.3706 

Intercity Passenger Diesel 2.2000 2.2000 

Intercity Passenger Electric 
(High Speed Rail) 

26.570 kWh 26.5700 kWh 

Freight Train 7.6920 7.6920 

Cruise Ship 70.0000 70.0000 

Marine Freight 48.0000 48.0000 

Passenger Ferry (diesel) 10.3520 9.7765 

Air – All 1.7630 1.7630 

   General Aviation 0.2030 0.2030 

   Air Taxi 0.0780 0.0780 

   Regional Jet 0.9420 0.9420 

   Commercial Jet 1.6530 1.6530 

   Jumbo Jet 5.9270 5.9270 

 

Estimates of typical passenger vehicle gallons in free flow conditions derived as follows: 

Car factors are drawn from Table VM-1 of the 2018 FHWA Highway Statistics Series. 

Truck factors are drawn from Table VM-1 of the 2018 FHWA Highway Statistics Series. 

Transit (Bus, BRT, Light Rail, Heavy Rail, Commuter Rail, Passenger Ferry) factors are 

based on average consumption rates based on all transportation agencies reporting energy 

consumption from operations to the National Transit Database for years 2016-2018. Beginning in 

2020, TREDIS uses fuel per mile factors at a 4-digit precision level.  

Intercity Diesel Rail factors are based on Amtrak’s summary metrics provided in the Appendix of 

their FY2013-2017 Financial Plan. 

Intercity Electric Rail factors are based on Lukaszewicz and Anderson’s 2009 “Green Train 

Energy Consumption – Estimations on high-speed rail operations.” 

Freight Rail factors are calculated based on information from Table 4-17 in BTS’s National 

Transportation Statistics 2018 Q1 version for Class I railroads, which excludes fuel use in 

switching yards, etc. The current TREDIS default value represents average fuel consumed per 

mile per locomotive using a three-year average from 2010-2012. 
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Marine Freight factors are derived from hourly fuel consumption using an average speed for 25 

mph. 

Cruise Ships factors are derived from hourly fuel consumption using a speed of 23 mph. 

Aircraft factors are derived from the per hour fuel consumption factors using assumed speeds of 

167 mph for general aviation and air taxis, 550 mph for commercial jets, 570 mph for jumbo jets, 

and 594 for regional jets. The “All Aircraft” mode is an average of the 5 individual per-mile fuel 

efficiencies. 
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4.11 Congested Ratios for Fuel Efficiency 

Since 2019’s fixed factor update, TREDIS has begun modeling fuel use under congested 

conditions by using a ratio to scale fuel per mile used under free flow conditions (represented by 

the Fuel Per Mile field) to congested conditions, and then in turn to the unusual case where 

congested hours need to be considered. 

The modes listed here are the only one generally considered to be subject to congested costs. All 

other modes use the same consumption for congested and uncongested conditions as congestion 

is most relevant for the road-based modes. Buses regular operation is under stop and start 

conditions and are assumed to not be noticeably affected by congestion for most applications. 

Users should consider modifying defaults for projects such as dedicated bus lanes which might 

significantly change drive cycles. 

Unlike other fixed factors, these did not exist in 2019 and thus have no equivalent. 

Congested Mile to Free Flow Mile Ratio 

Congested Mile to Free Flow Mile Ratio reflects a fuel consumption penalty due to driving in 

congestion equal to 15 percent for passenger cars and 40 percent for trucks. A wide range of 

estimates exist, and we find that this one is reasonably conservative. Along with, Zhang, K., S. 

Batterman, and F. Dion. 2011. Vehicle Emissions in Congestion: Comparison of work zone, 

rush hour, and free-flow conditions. Atmospheric Environment 45, pages 1929-1939, other 

sources were considered.  

Mode 2019 Value 2020 Value 

Car N/A 1.15 

All Trucks N/A 1.40 

Tractor Trailer N/A 1.40 

Light/Medium Duty Truck N/A 1.40 

 

Congested Hour to Congested Mile Ratio  

Cars are derived from per mile consumption based on an assumed speed of 35 mph. This value is 

set with the expectation that TREDIS is used largely for major highway and arterial projects. 

Trucks are derived from per mile consumption based on an assumed speed of 50 mph. This value 

is set with the expectation that TREDIS is used largely for major highway and arterial projects. 

Mode 2019 Value 2020 Value 

Car N/A 35 

All Trucks N/A 50 

Tractor Trailer N/A 50 

Light/Medium Duty Truck N/A 50 
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4.12 Values Applied to Crash Components 

In $/per crash. Value per occurrence is a factor in traveler benefits, but not economic impacts. 

Type of Occurrence 2019 Value 2020 Value 

Vehicle Involved in Crash $4,300  $4,477  

Injury $174,000  $177,036  

Fatality $9,600,000  $9,767,499 

 

Crash costs represent the most recent guidance on the value of statistical life (VSL) and property 

damage crashes from US DOT. The injury value is based on guidance of how to value a KABCO-

scale crash of “unknown severity” from USDOT. The January 2020 Benefit-Cost Analysis (BCA) 

Resource Guide updates the value of property damage to 2018 dollars but leaves the VSL 

unchanged from previous years (which means the real value after accounting for inflation has 

decreased). These values are updated from 2018 dollars to 2019 dollars using the GDP price 

deflator. The BCA guidance gives these costs as $4,400 for Property Damage, $174,000 for 

Personal Injury, and $9,600,000 for Fatality. 
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4.13 Crash Rates 

All rates shown are per 100 million Vehicle Miles Traveled. 

Mode 

2019 Values 2020 Values 

Fatalities 
Persons 
Injured 

Vehicles 
Involved 

in 
Crashes 

Fatalities 
Persons 
Injured 

Vehicles 
Involved 

in 
Crashes 

Passenger Car 1.097 119.60 439.00 1.173 132.10 444.00 

Light/Medium Duty Truck 0.863 72.87 325.00 0.370 16.05 160.00 

Tractor Trailer Truck 0.247 13.19 155.00 0.370 16.05 160.00 

Passenger Bus & BRT 3.800 384.00 223.00 3.800 347.30 223.70 

Light Rail Transit (LRT) 12.400 223.00 492.00 20.100 253.30 584.00 

Heavy Rail (Subway) 3.600 16.00 23.00 3.800 20.30 26.70 

Commuter Rail 8.100 32.00 19.00 6.800 29.30 21.30 

Intercity & Freight Rail 78.000 1052.00 234.00 76.700 1103.30 256.70 

All Aircraft 3.540 2.55 11.18 3.540 2.55 11.18 

Air Carrier Aircraft 0.026 0.32 0.38 0.026 0.32 0.38 

General Aviation Aircraft 12.300 8.00 39.20 12.300 8.00 39.20 

Air Taxi Aircraft 5.070 1.67 7.27 5.070 1.67 7.27 

* Air Carrier Aircraft includes commercial airliner, regional airliner, and jumbo jet modes. 

Crash rates are from Edition of the Bureau of Transportation Statistics’ (BTS) National 

Transportation Statistics (NTS), Chapter 2. The latest data available is for 2017. 

Car crash rates are from Section C Table 2-21 for 2017.1 Fatalities and injuries are factored up by 

the ratio of total fatalities to occupant fatalities in Table 2-19 for 2017.2,3  

Truck crash rates are from Section C Table 2-23 for 2017.4 Fatalities and injuries are factored up 

by the ratio of total fatalities to occupant fatalities in Table 2-19 for 2017.5 The NTS does 

distinguish between types of trucks over 10,000 pounds, considering them all “large.”  

Transit information are from Section D Table 2-33 and based on a 3-year average from 2015-

2017.6 

Rail is based on Section E Table 2-42 for fatalities and injuries and based on a 3-year average 

from 2016-2018.7  

Water mode incident rates are unavailable. NTS Chapter 2 Section F reports safety and property 

damage information within U.S. jurisdiction but there is no way to make this data with an 

equivalent measure of miles traveled. Ferry boats provide too small of a sample to calculate 

incident rates. 

 
1 Data retrieved February 25, 2020 from https://www.bts.gov/sites/bts.dot.gov/files/table_02_21_120919.xlsx. 

VMT for 2018 is still not available in the released NTS tables. 
2 Data retrieved February 25, 2020 from https://www.bts.gov/sites/bts.dot.gov/files/table_02_19_120919.xlsx. 

Total Fatalities to Occupant Fatalities ratio is calculated as 37,473 / 30.356 = 1.2345. 
3 Calculation for fatalities is 0.95 * 1.2345 = 1.173. Calculation for injuries is 107 * 1.2345 = 132.1. 
4 Data retrieved February 25, 2020 from https://www.bts.gov/sites/bts.dot.gov/files/table_02_23_120919.xlsx.  
5 Calculation for fatalities is 0.3 * 1.2345 = 0.37. Calculation for injuries is 13 * 1.2345 = 16.0. 
6 Data retrieved February 25, 2020 from https://www.bts.gov/sites/bts.dot.gov/files/table_02_33q119.xlsx.  

7 Data retrieved February 25, 2020 from 

https://www.bts.gov/sites/bts.dot.gov/files/table_02_42_073119.xlsx. 

https://www.bts.gov/sites/bts.dot.gov/files/table_02_21_120919.xlsx
https://www.bts.gov/sites/bts.dot.gov/files/table_02_19_120919.xlsx
https://www.bts.gov/sites/bts.dot.gov/files/table_02_23_120919.xlsx
https://www.bts.gov/sites/bts.dot.gov/files/table_02_33q119.xlsx
https://www.bts.gov/sites/bts.dot.gov/files/table_02_42_073119.xlsx
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Air modes are based on NTS Chapter 2, Section B, whose tables have not been updated since 

late 2016. For conversion purposes, general aviation and air taxi aircraft are assumed to travel at 

an average speed of 150 miles per hour. 
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4.14 Emissions Rates: Mileage-Based Free Flow 

In 10-6 x US Tons per vehicle mile travelled. 

  2019 Values 2020 Values 

Mode VOC NOx SOx PM VOC NOx SOx PM 

Passenger Car 0.373 0.310 0.000 0.054 0.140 0.219 0.002 0.010 

Light/Medium 
Truck 

0.100 0.993 0.013 0.175 0.175 1.646 0.009 0.077 

Heavy Truck 0.439 3.910 0.011 0.271 0.480 5.836 0.016 0.173 

Bus & BRT 0.353 1.579 0.019 0.194 0.315 4.885 0.013 0.119 

Passenger Rail 
and Transit Rail - 
Diesel 

14.630 303.500 0.222 9.577 14.630 303.500 0.222 9.577 

Passenger Rail 
and Transit Rail - 
Electric 

0 0 0 0 0 0 0 0 

Rail Freight 52.300 1085.151 0.794 34.250 52.300 1085.151 0.794 34.250 

Water 0 0 0 0 0 0 0 0 

Aircraft 0 0 0 0 0 0 0 0 

 

For passenger cars and light trucks, medium-duty trucks, heavy-duty trucks, and buses the 

TREDIS team performed an analysis of the years 2020-2025 using MOVES at the national level. 

Emissions rates were aggregated for each year, and the final rates took the average of the five 

evaluation years. MOVES default model year distributions were used for each evaluation year, and 

default rural/urban restricted/unrestricted activity distributions were used. Running, starting, and 

extended idle (including crankcase) emissions processes were all included and aggregated. 

(Annual start and and extended idle emissions were included in these aggregations, though in 

practice they would depend on the number of trips and congestion; in aggregate regional analysis 

generalized over time, this assumption is not inappropriate.) 

Rail (Diesel) are based on factors used by the Surface Transportation Board’s Section on 

Environmental Analysis’ in a 2008 draft environmental impact statement concerning CN’s proposal 

to acquire control of EJ&E West Company.1 

Rail (Transit & Electric) are represented with zero emissions due to the inappropriateness of 

making assumptions on emissions from the electrical generation process which vary based on fuel 

mix and geography in ways that TREDIS cannot represent. If local information is available, these 

factors should be updated. 

Marine vehicles are based on ICF International. 2009. Current Methodologies in Preparing Mobile 

Source Port-Related Emission Inventories, prepared for the US EPA Office of Policy, Economics, 

and Innovation, Sector Strategies Program, April 2009. 

Air modes have default emissions of zero since the 4 criteria air pollutants are most damaging at 

local levels rather than when emitted at altitude. 

 
1 See Surface Transportation Board (STB) Section on Environmental Analysis. Draft Environmental Impact 
Statement regarding CN Acquisition of EJ&E, Appendix K “Air Quality and Climate Analysis.” Page 23. 
http://www.stb.dot.gov/decisions/readingroom.nsf/UNID/61898F9CADC3C7508 
525748E006688AC/$file/11.00_AppendixK_July08.pdf (Accessed May 2015). 
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4.15 Emissions Rates: Time-Based  

In 10-6 x US Tons per vehicle hour travelled. 

  2019 Values 2020 Values 

Mode VOC NOx SOx PM VOC NOx SOx PM 

Passenger Car 1.120 0.929 0.000 0.158 4.958 7.790 0.084 0.368 

Light/Medium 
Truck 

0.419 16.420 0.055 0.736 6.829 64.334 0.340 2.987 

Heavy Truck 1.843 4.171 0.045 1.139 19.881 241.779 0.676 7.165 

Bus & BRT 0.705 3.158 0.038 0.388 11.822 183.417 0.478 4.465 

Passenger Rail and 
Transit Rail - Diesel 

131.500 2729.000 1.996 86.130 131.500 2729.000 1.996 86.130 

Passenger Rail and 
Transit Rail - 
Electric 

0 0 0 0 0 0 0 0 

Rail Freight 1499.000 31108.000 22.750 981.700 1499.000 31108.000 22.750 981.700 

Water 0 0 0 0 0 0 0 0 

Aircraft 0 0 0 0 0 0 0 0 

 

Emissions factors are based on per hour emission rates produced using the same methodology 

as emissions rates that are mileage-based. Marine engine data is available as emissions per hour 

and scaled to mileage-based rates.  
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4.16 Emissions Costs 

In dollars. Defaults are constant across all mode purposes  

Pollutants 2019 Value 2020 Value 

NOx $8,300 $8,750 

SOx $48,900 $50,974 

VOC  $2,000 $2,137 

PM 2.5  $377,800 $394,058 

CO2 $78 $70.76 

CO2 (Federal Grants) $1 $0.91 

 

Emissions Costs for the criteria pollutants are based on the Benefit-Cost Analysis Guidance for 

Discretionary Grant Programs (2020), which report values in 2018 dollars. Those were adjusted to 

2019 dollars using the GDP deflator. 

For the cost of carbon dioxide, TREDIS uses the World Bank’s 2017 Guidance Note on the 

Shadow Price of Carbon in Economic Analysis. The World Bank suggests a range of values that 

might be used globally but advise that the upper value is more appropriate for countries such as 

the United States. The TREDIS results options interface also includes a factor for allowing the 

shadow price to increase at 2.25% per year. For grant applications, the USDOT has recommended 

a much lower damage costs of CO2 emissions in the January 2020 guidance. The reductions in 

2020 values correct for misreporting of metric tons versus US short tons.  

 

http://pubdocs.worldbank.org/en/911381516303509498/2017-Shadow-Price-of-Carbon-Guidance-Note-FINAL-CLEARED.pdf
http://pubdocs.worldbank.org/en/911381516303509498/2017-Shadow-Price-of-Carbon-Guidance-Note-FINAL-CLEARED.pdf
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4.17 Cost of Poor Pavement 

In 2019, TREDIS introduced a means of adjusting vehicle operating cost and fuel use by the 

amount of driving done on pavement deemed deficient or poor. 

Vehicle Operating Cost Ratio 

Vehicle Operating Cost Ratio on Poor Pavement is the ratio of the vehicle operating cost on 

each mile driven on poor pavement to the vehicle operating cost on each mile driven on non-

deficient pavement. 

Mode 2019 Value 2020 Value 

Passenger Car, Taxi, TNC N/A 1.21 

Trucks N/A 1.19 

 

The default ratio for vehicle operating costs uses ratios derived from “The Per-mile Costs of 

Operating Automobiles and Trucks,”1 representing the difference between baseline and extremely 

rough pavement. 

Fuel Ratio  

Fuel Ratio on Poor Pavement is the ratio of fuel used on each mile driven on poor pavement to the 

vehicle operating cost on each mile driven on non-deficient pavement. 

Mode 2019 Value Fuel Penalty Ratio 

Passenger Car, Taxi, TNC N/A 1.02 

Trucks N/A 1.03 

 

The default ratio for the penalty for fuel use on poor pavement uses figures from NCHRP 720.2 For 

Passenger Car, the average is taken of the types “medium car,” “van,” “SUV,” and “light truck,” 

averaging as well across the excess fuel use estimates at 35 mph and 55 mph. For Trucks, the 

“articulated truck” information was used, and averaged at 35 mph and 55 mph.  

For all figures, the poor pavement is assumed to be defined as pavement with an IRI value of 

greater than 180 inches per mile (equivalent to a PSR of about 2.39). 

 

 

 

 

 
1 Barnes, G., & Langworthy, P. (2003). White Paper. Minnesota Dept of Transp. St. Paul. The Per-Mile Costs 
of Operating Automobiles and Trucks. On the web at http://www.lrrb.org/media/reports/200319.pdf. 
2 This can be found at http://www.trb.org/Publications/Blurbs/166904.aspx. 

http://www.trb.org/Publications/Blurbs/166904.aspx
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Appendix A – Fuel Costs and Taxes 
 

 

 Gasoline Tax 
Rate ($/gal.)  

 Gasoline Prices 
($/gal.)  

 Diesel Tax Rate 
($/gal.)  

 Diesel Prices 
($/gal.)  

Electricity Prices 
($/kWh) 

State 2020 2019 2020 2019 2020 2019 2020 2019 2020 2019 

UNITED STATES 0.1840  0.1840  1.851 2.259 0.2440  0.2440  2.524  2.965 0.1053 0.1048 

ALABAMA 0.2500  0.2109  1.641  1.984 0.2675  0.2203  2.379  2.379 0.0963 0.0983 

ALASKA 0.0895  0.1444  2.201  2.885 0.0895  0.1446  2.525  2.525 0.1936 0.1910 

ARIZONA 0.1900  0.1900  2.272  2.493 0.1900  0.2700  2.653  2.928 0.1085 0.1064 

ARKANSAS 0.2480  0.2180  1.527  1.936 0.2880  0.2280  2.239  2.692 0.0778 0.0826 

CALIFORNIA 0.5546  0.5436  2.863  3.227 0.7016  0.8493  3.417  3.761 0.1658 0.1606 

COLORADO 0.2325  0.2200  1.817  2.048 0.2175  0.2050  2.367  2.729 0.1002 0.0999 

CONNECTICUT 0.2500  0.3685  2.013  2.497 0.4650  0.4390  2.810  3.177 0.1841 0.1755 

DELAWARE 0.2300  0.2300  1.851  2.155 0.2200  0.2200  2.341  2.788 0.1055 0.1091 

DISTRICT OF COLUMBIA 0.2350  0.2350  2.182  2.535 0.2350  0.2350  2.740  3.184 0.1203 0.1180 

FLORIDA 0.3440  0.4199  1.841  2.295 0.3527  0.3497  2.497  2.908 0.1032 0.1042 

GEORGIA 0.2865  0.3528  1.699  2.155 0.3205  0.4007  2.573  2.947 0.0962 0.0983 

HAWAII 0.1850  0.4638  3.260  3.267 0.1850  0.4931  4.018  4.206 0.2918 0.2605 

IDAHO 0.3300  0.3300  2.017  2.378 0.3300  0.3300  2.527  2.915 0.0817 0.0826 

ILLINOIS 0.5310  0.3198  1.875  2.213 0.6060  0.3877  2.520  2.756 0.0960 0.0949 

INDIANA 0.4440  0.4290  1.534  2.149 0.5000  0.4900  2.584  2.917 0.0975 0.0977 

IOWA 0.3050  0.3070  1.545  2.063 0.3250  0.3250  2.246  2.724 0.0892 0.0873 

KANSAS 0.2403  0.2403  1.603  1.963 0.2603  0.2603  2.221  2.709 0.1072 0.1060 

KENTUCKY 0.2600  0.2600  1.504  2.078 0.2300  0.2300  2.393  2.784 0.0852 0.0857 

LOUISIANA 0.2093  0.2001  1.702  2.012 0.2093  0.2001  2.348  2.730 0.0771 0.0779 

MAINE 0.3140  0.3001  1.823  2.243 0.3187  0.3121  2.621  3.122 0.1344 0.1302 

MARYLAND 0.3689  0.3530  1.953  2.23 0.3764  0.3605  2.441  2.890 0.1157 0.1198 

MASSACHUSETTS 0.2686  0.2654  1.999  2.214 0.2686  0.2654  2.681  3.033 0.1850 0.1712 

MICHIGAN 0.3990  0.3841  1.514  2.121 0.4280  0.4414  2.552  2.876 0.1140 0.1128 

MINNESOTA 0.2860  0.2860  1.646  2.067 0.2860  0.2860  2.470  2.914 0.1037 0.1027 

MISSISSIPPI 0.1840  0.1879  1.571  1.969 0.1840  0.1840  2.238  2.692 0.0924 0.0909 

MISSOURI 0.1742  0.1735  1.569  1.907 0.1742  0.1735  2.229  2.613 0.0993 0.1003 

MONTANA 0.3275  0.3225  1.904  2.257 0.3020  0.3000  2.288  2.797 0.0884 0.0892 

NEBRASKA 0.3020  0.3050  1.736  2.097 0.2960  0.2990  2.261  2.774 0.0902 0.0908 
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 Gasoline Tax 
Rate ($/gal.)  

 Gasoline Prices 
($/gal.)  

 Diesel Tax Rate 
($/gal.)  

 Diesel Prices 
($/gal.)  

Electricity Prices 
($/kWh) 

State 2020 2019 2020 2019 2020 2019 2020 2019 2020 2019 

NEVADA 0.2381  0.3378  2.446  2.86 0.2775  0.2856  2.757  3.111 0.0867 0.0876 

NEW HAMPSHIRE 0.2383  0.2383  1.914  2.268 0.2383  0.2383  2.568  2.984 0.1701 0.1617 

NEW JERSEY 0.4145  0.4140  2.088  2.332 0.4855  0.4850  2.618  3.029 0.1323 0.1332 

NEW MEXICO 0.1888  0.1888  1.823  2.054 0.2288  0.2288  2.471  2.857 0.0935 0.0959 

NEW YORK 0.3378  0.4410  2.251  2.497 0.3198  0.4461  2.905  3.188 0.1483 0.1474 

NORTH CAROLINA 0.3635  0.3645  1.710  2.156 0.3635  0.3645  2.483  2.863 0.0925 0.0904 

NORTH DAKOTA 0.2303  0.2300  1.729  2.146 0.2303  0.2300  2.172  2.912 0.0891 0.0878 

OHIO 0.3850  0.2801  1.458  2.099 0.4700  0.2801  2.509  2.790 0.0994 0.0984 

OKLAHOMA 0.2000  0.2000  1.400  1.930 0.2000  0.2000  2.060  2.584 0.0809 0.0820 

OREGON 0.3600  0.3677  2.537  2.786 0.3600  0.3601  2.740  3.066 0.0885 0.0881 

PENNSYLVANIA 0.5870  0.5870  2.111  2.476 0.7520  0.7520  2.822  3.331 0.1010 0.1013 

RHODE ISLAND 0.3512  0.3400  1.989  2.357 0.3512  0.3400  2.746  3.078 0.1810 0.1642 

SOUTH CAROLINA 0.2275  0.2075  1.646  1.996 0.2275  0.2075  2.366  2.732 0.0967 0.0997 

SOUTH DAKOTA 0.3000  0.3000  1.732  2.154 0.3000  0.3000  2.304  2.878 0.0997 0.1005 

TENNESSEE 0.2740  0.2640  1.623  2.040 0.2840  0.2540  2.417  2.816 0.0958 0.0945 

TEXAS 0.2000  0.2000  1.583  1.976 0.2000  0.2000  2.234  2.668 0.0848 0.0838 

UTAH 0.3175  0.3001  2.170  2.361 0.3175  0.3001  2.528  2.934 0.0821 0.0860 

VERMONT 0.3081  0.3119  1.969  2.421 0.3200  0.3200  2.582  3.094 0.1513 0.1460 

VIRGINIA 0.1680  0.2066  1.746  2.061 0.2080  0.2471  2.449  2.829 0.0948 0.0918 

WASHINGTON 0.5211  0.4940  2.579  2.900 0.5211  0.4940  2.817  3.174 0.0800 0.0794 

WEST VIRGINIA 0.3570  0.3570  1.836  2.252 0.3570  0.3570  2.439  3.013 0.0872 0.0900 

WISCONSIN 0.3290  0.3290  1.293  2.079 0.3290  0.3290  2.163  2.789 0.1058 0.1076 

WYOMING 0.2400  0.2400  1.994  2.374 0.2400  0.2400  2.426  2.976 0.0809 0.0828 
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